
1. Using the screws supplied with the electrical box, attach crossbar (A) in a vertical position over the electrical box.

NOTE: This fixture weighs approximately 15 pounds. Because of its weight, make sure you securely attach the crossbar
to the wall with appropriate fasteners for your wall material.

2. Remove the three set screws (F) from the fixture arm (C) and carefully slide the canopy (B) toward the shade holder.

3. The large washers (D) are used to adjust the distance of the fixture from the wall.  This insures a good fit where the
canopy (B) and the wall meet.  Slip the appropriate number (try two) of washers over the threaded pipe (E) and slip
the pipe through the large hole in the crossbar (A).

4. Slip the large hex nut (G) over the wires and behind the crossbar (A). Screw it onto the threaded pipe (E). Tighten it
with your finger, not a wrench.

5. Carefully slip the canopy (B) back toward the wall until the holes on the canopy are lined up with the holes for the
set screws (F). If the canopy is too far away from the wall to form a weatherproof seal, try removing one washer (D)
or adjusting the threaded pipe (E).

6. When the canopy (B) meets the wall, make sure the fixture is completely vertical. Then tighten the hex nut (G) with
a wrench. 

7. Connect the wires from the fixture to the house wiring. Connect the bare ground wire as appropriate for your house
wiring. (See other side for important wiring and UL wet-location information.)

8. Carefully slide the canopy (B) against the wall and tighten the three set screws (F).

9. Flip the switch and enjoy!

Please see the instructions in your owner’s packet for the long-term care of your fixture.
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