
Inset-Mounted no-trIM MedIcIne cabInet 
Installation Instructions

INSGG

Our no-trim medicine cabinet is for the advanced do-it-yourselfer. The cabinet requires you to cut and assemble 
your own trim to fit the box and door, then mount the door with your own hardware. Accordingly, installation 
details will vary depending upon what type of trim material you have chosen and your existing wall conditions.  
The following are general guidelines for installation.

Includes:
(1) Cabinet box
(1) Door
(1) Panel (Mirror/Glass/
Wood), with backer board 
if required.

(6) Mirror Clips
(6) Mirror Clip Screws
(2) Glass Shelves
(8) Shelf Pins

Notes on Cabinet
Cabinet comes pre-primed and ready for a light sand before painting. This is not a pre-finished product, and will 
require sanding, painting, and filling of nail holes before painting. You will notice biscuit holes cut into the front 
edges of the cabinet box. These are used for cabinets with our pre-installed trim and should be covered up when 
installing custom trim. To comply with the Americans With Disabilities Act (ADA), rough opening must be mini-
mum 40” from floor.
 
Installation Note: you may want to pre-paint your cabinet before installing.
The cabinet may be installed one of two ways:
A) The box without trim can be shimmed and mounted to the framing through its sides.
B) Trim can be attached first, and the box mounted by fastening through the trim.

A) If you are installing the box without trim, pre-drill 
holes in the sides of the box for fasteners. Lift cabinet 
into place, shim until plumb, and attach to framing. 
Install trim as desired, allowing a 1/8” gap all the way 
around for the cabinet door (the door opening should 
measure 17-1/2”w x 22-1/4”h x 3/4”d). Inside edge 
of top and bottom trim will be flush with box. Install 
door hardware and mount to trim as required.

Tip: To ensure that box is mounted flush with wall surface, 
temporarily screw a couple of small pieces of wood across 
the face of the box that extend out to each side at top and 
bottom. Remove after mounting.

B) If you are installing the box with trim already 
attached, first install trim as desired, allowing a 1/8” 
gap all the way around for the cabinet door (the door 
opening should measure 17-1/2”w x 22-1/4”h x 3/4”d).  

Inside edge of top and bottom trim will be flush with box. 
Install door hardware and mount to trim as required. Pre-
drill holes in the trim at framing locations, then lift cabi-
net into place, push flush to wall, and install one fastener 
in one upper corner of trim. Adjust box to plumb before 
mounting second fastener at opposite bottom corner of 
trim. Install additional fasteners as required.
Tip: If you are pre-assembling trim and door, it is often a 

good idea to use glue as well as fasteners to mount the 
trim, for better long-term performance.

After mounting box, trim, and door, install mirror/glass/
wood panel and backer board (as provided) using the 
six mirror clips and screws provided. Install glass shelves 
using the eight shelf clips provided. Install cabinet knob/
pull/latch in location to suit.
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Rough In Dimensions:
Rough Opening:  19-1/4"w x 24-1/4"h x 4"d
Box Outside: 18-3/4"w x 23-3/4"h x 3-3/4"d
Trim Opening for Door: 17-1/2"w x 22-1/4"h x 3/4"d


